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    	  WOUND COILS and INDUCTORS

      Wound inductor coils, r.f. inductors,smd power inductors, axial inductors, radial inductors, moulded coils, high current chokes, wound toroid, toroid chokes, air wound spring coils, smd spring coils and chip inductors. Custom design.



Screened coils 0.05micro.H ~ 150mill.H.



Toroid coils, noise supression modules, custom transformers.

      
      
      	 

          [bookmark: Air wound and r.f inductors]Air wound and r.f inductors

	TYPE	BASIC SPECIFICATION	INDUCTANCE	DATA	IMAGE
	SC	Custom wound air coils,

very high Q, custom wound, gold, silver or copper wire, leaded or smd	---	      [image: Data sheet]   	
         [image: ]     
    
	SMT SC	SMD Moulded air coils,

(2.5 ~ 538)nano.H, very high Q, excellent mechanical stability	(2.5 ~ 538)nano.H	      [image: Data sheet]   	
         [image: ]     
    
	IF	r.f. coils, generic replacements, standard and custom wound, tuneable shielded or unshielded	1ÂµH ~ 100mill.H	      [image: Data sheet]   	
         [image: ]     
    
	MD	Moulded variable r.f. coils, close or space wound, shielded or unshielded	(0.01 ~ 1.5)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	7/10/MPX	r.f. coils, adjustable, standard and custom wound, tuneable shielded or unshielded	0.1ÂµH ~ 150mill.H	      [image: Data sheet]   	
         [image: ]     
    
	 

          [bookmark: SMD power inductors]SMD power inductors

	TYPE	BASIC SPECIFICATION	INDUCTANCE	DATA	IMAGE
	CDR125	(11.6 x 12.0)mm, Height 5.4mm

smd ferrite shielded power inductor 

high series resonant frequency, small package size	(10 ~ 820)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	CDR105B	(9.0 x 10.0)mm, height 5mm

smd ferrite shielded power inductor

high series resonant frequency, small package size	(10 ~ 470)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	CDR74B	(7.0 x 7.8)mm, Height 4.5mm

smd ferrite shielded power inductor

high series resonant frequency, small package size	(10 ~ 270)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	CD75	(7.0 x 7.8)mm, Height 5.0mm

smd power inductor

high series resonant frequency, small package size	(10 ~ 470)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	CD54	(5.2 x 5.8)mm, Height 4.5mm

smd power inductor

high series resonant frequency, small package size	(10 ~ 220)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	CD43	(4.0 x 4.5)mm, Height 3.2mm

smd power inductor

high series resonant frequency, small package size	(1 ~ 68)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	SMT DRRI -1	(6.2 x 5.6 ~ 12.6 x 11.6)mm, Height from 3.2 ~ 5.4mm

Shielded smd power inductor 

types 63B, 74B, 105B and 125B

high power, high saturation current	(10 ~ 820)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	SMT DRRI -2	(6.2 x 6.6 ~ 12 x 12)mm, Height from 3 ~ 8mm

Shielded smd power inductor 

types 62B, 64B, 73, 74, 124, 125, 127 

high power, high saturation current	(1.2 ~ 1000)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	SMT DRS	(6 x 6 ~ 12.5 x 12.5)mm, Height from 2.8 ~ 7.5mm

shielded smd power inductor type DRS

high power, high saturation, small package size	(1 ~ 1500)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	SMT DR	(3.5 x 3.0 ~ 13 x 13)mm, Height from 1.1 ~ 7.0mm

smd power inductor type DR 

high power, high saturation, small package size	(1~1000)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	BR12D	(3.0 x 3.0)mm, Height from 1.2 ~ 1.8mm

Shielded smd power inductor

high current, low dcr, miniature package

	(1.2 ~ 47)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	BRI3D	(3.8 x 3.8)mm, Height from 1.2 ~ 1.8mm

Shielded smd power inductor 

high current, low dcr, small size package

	(1.2 ~ 47)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	BRI4D	(4.6 x 4.6)mm, Height from 1.2 ~ 1.5mm

Shielded smd power inductor

high current, low dcr, small size 	(1.0 ~ 47)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	UPI	(11 x 10.5)mm, Height from 4.2 ~5mm

Ultra high current smd inductor

high series resonance frequency

low audio resonance, shielded	(1 ~ 68)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	 

          [bookmark: Radial inductors]Radial inductors

	TYPE	BASIC SPECIFICATION	INDUCTANCE	DATA	IMAGE
	FC	(L:6 ~ 31, D:3.5 ~ 9.5)mm

Radial inductor, high saturation

current, custom wound inductors, lead pre-form	(1 ~ 250)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	PKB	(L:8.9 ~ 14, D:8 ~ 12.5)mm

radial ferrite inductor pcb mount with pcb stand-off	1.0ÂµH ~ 36milli.H	      [image: Data sheet]   	
         [image: ]     
    
	PK	(L:8 ~ 14, D:5 ~ 13)mm

Radial inductor, ferrite, small size, low cost	1.0ÂµH ~ 150milli.H	      [image: Data sheet]   	
         [image: ]     
    
	FS	(L:12, D:10)mm

Shielded radial ferrite inductor

high s.r.f and high Q	(1~ 1200)milli.H	      [image: Data sheet]   	
         [image: ]     
    
	PKH	(10.16 x 3.81)mm, Height 8.9mm

radial inductor, flat for high density stacking, high saturation, low dcr	(1.0 ~ 250)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	 

          [bookmark: Axial inductors]Axial inductors

	TYPE	BASIC SPECIFICATION	INDUCTANCE	DATA	IMAGE
	VCO1019	(L: 22.86)mm, Dia 11.43mm

High current axial choke

open wound ferrite core	3.9ÂµH ~ 100milli.H	      [image: Data sheet]   	
         [image: ]     
    
	VCO616	(L: 16.5)mm, Dia 6.6mm

Medium current axial choke

open wound ferrite core, UL94VO	(0.47 ~ 33)ÂµH	      [image: Data sheet]   	
         
    
	VCO513	(L:16.5)mm, Dia 6.6mm

Medium current axial choke

open wound ferrite core	3.9ÂµH ~ 18milli.H	      [image: Data sheet]   	
         [image: ]     
    
	MFO 616	(L: 16.4)mm, Dia 6.9mm

Moulded Axial coil

high reliability with high saturation current	3.9ÂµH ~ 18milli.H	      [image: Data sheet]   	
         [image: ]     
    
	VCO410	(L: 15)mm, Dia 5mm

Axial choke

medium current with 

open wound ferrite core	(0.15 ~ 56)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	MF6514	(L:14.5)mm, Dia 6.9mm

Moulded axial coil

High reliability and high saturation current	1ÂµH ~ 10milli.H	      [image: Data sheet]   	
         [image: ]     
    
	 

          [bookmark: Toroid chokes and transformers]Toroid chokes and transformers

	TYPE	BASIC SPECIFICATION	INDUCTANCE	DATA	IMAGE
	CUSTOM TRANSFORMER	Toroid, ADSL, custom built transformers

switch mode power supply

general purpose, smd and leaded		      [image: Data sheet]   	
         [image: ]     
    
	SMT EE4.0	Sensing transformers

high current, EE4.0 integrated cores 	(37 ~ 2000)ÂµH	      [image: Data sheet]   	
         [image: ]     
    
	SMT CMC	Common mode chokes

high saturation materials 

custom designs, high frequency, low dcr	25ÂµH ~ 1.6milliH	      [image: Data sheet]   	
         [image: ]     
    
	SMT TC	smd toroid inductors, shielded	1.8ÂµH ~ 4.7milli.H	      [image: Data sheet]   	
         [image: ]     
    
	Type TC	Toroid, wound inductors, high saturation current, custom wound	0.1ÂµH ~ 10milli.H	      [image: Data sheet]   	
         [image: ]     
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